
Rod Block Monitor System 
(RBM)( )

304B Chapter 5.5



Objectives

1.Identify the purposes of the RBM system.

2.Recognize the purpose, function and operation 
of major system components:
a) Select relay matrixa) Select relay matrix

b) Count circuit

c) Gain change circuit

d) Averaging circuit

e) Slope and bias circuit

f) Trip reference level select circuit



Objectives (continued)

3.Describe the operation of the RBM system for 
the following conditions:
a. central control rod withdrawal above 30 percent power

b edge control rod withdrawal above 30 percent powerb. edge control rod withdrawal above 30 percent power

c. any control rod withdrawal below 30 percent power



Objectives (continued)

4.Explain the system’s interfaces with:
a) Local Power Range Monitoring System

b) Recirculation System

c) Reactor Manual Control System) y

d) Average Power Range Monitoring System



Purposes

The RBM system has two purposes:

o Monitor the power around a selected 
control rod and overall reactor powercontrol rod and overall reactor power

o Prevent control rod withdrawal that 
could cause a violation of core thermal 
limits (MCPR)

Objective 1



Overview

.



Select Relay Matrix

Objective 2a



Count Circuit

Objective 2b



Gain Change Circuit

Objective 2c



Gain Change Circuit
.

.

.

Objective 2c

.

.

.



Averaging Circuit

Objective 2d



Slope and Bias Circuit

Objective 2e



Slope and Bias Circuit

Objective 2e



Trip Reference Level Select Circuit

Objective 2f



Protective Trips



Operation

.

Central Control Rod Withdrawal 
Above 30% Power

RBM A uses the A & C 
detectors in the 2, 3, or 4 LPRM 
strings around the selected 
rod.

RBM B uses the B & D 
detectors in the 2, 3, or 4 LPRM 
strings around the selected 
rod.

If either gain-adjusted RBM 
power level exceeds a valid 
flow-biased setpoint, a rod 
withdrawal block signal is sent 
to RMCS.

Objective 3



Operation

.

Edge Control Rod Withdrawal 
Above 30% Power

RBM A & RBM B are both 
bypassed upon selection of an 
edge (shaded) control rod 
above 30 percent power.

An edge control rod can 
always be withdrawn above 30 
percent power without a RBM 
rod withdrawal block ever 
being sent to the RMCS.

Objective 3



Operation

.

Any Control Rod Withdrawal 
Below 30% Power

RBM A & RBM B are both 
bypassed upon selection of 
any control rod below 30 
percent power.

A t l d l bAny control rod can always be 
withdrawn below 30 percent 
power without a RBM rod 
withdrawal block ever being 
sent to the RMCS as long as 
APRM power remains below 
30%.

If APRM power rises above 
30% during rod withdrawal, the 
applicable case above applies.Objective 3



System Interfaces

Objective 4



Review Objectives

1.Identify the system's purposes.

2.Recognize the purpose, function and 
operation of major system components:
a) select relay matrixa) select relay matrix

b) count circuit

c) gain change circuit

d) averaging circuit

e) slope and bias circuit

f) trip reference level select circuit



Review Objectives (continued)

3. Describe the operation of the RBM 
system for the following conditions:
a. central control rod withdrawal above 30 percent 

power

b. edge control rod withdrawal above 30 percent 
power

c. any control rod withdrawal below 30 percent 
power



Review Objectives (continued)

4.Explain the system’s interfaces with:
a) reactor manual control system

b) recirculation system

c) local power range monitoring system) p g g y

d) average power range monitoring system



Are there any questions?



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


